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This form can be used for ordering DRP & DR2P Revolution Panels, as well as defining the Panel Functions as part of the operation manual.
Thierry
DR2P Dual Column Engraving Form
v2.0
11 Jan 2013
11 Jan 2013
	CurrentPage: 
	PageCount: 
	Project Name: 
	Project Number: 
	Enter a Valid Date in this format; DD/MMM/YYYY: 
	Enter a Valid Date in this format; DD/MMM/YYYY: 
	Additional Comments: 
	Pronto: 
	Click to Delete Current PanelNote: At least one Panel has to be present: 
	Click to Add a Panel: 
	Button1s: 
	Func01: 
	Button2s: 
	Func02: 
	Button3s: 
	Func03: 
	Button4s: 
	Func04: 
	Button5s: 
	Func05: 
	Button6s: 
	Func06: 
	Button7s: 
	Func07: 
	Button1h: ▲
	Button1h: ▲
	Func01h: 
	Button2h: ▼
	Button2h: ▼
	Func02h: 
	Button1l: 
	Button2l: 
	Button1m: 
	Button2m: 
	FuncOLED: 
	TextField1: OLED DISPLAY
	TextField1: IR RECEIVER
	Box: BOX
	Location: LOCATION
	Select the Panel SeriesDR2PA - AustralianDR2PE - European: DR2PA
	Select the Column 1 Button ConfigG - 4 ButtonI - 5 ButtonJ - 5 ButtonK - 6 ButtonL - 7 ButtonM - 8 Button: X
	Select the Column 2 Button ConfigG - 4 ButtonI - 5 ButtonJ - 5 ButtonK - 6 ButtonL - 7 ButtonM - 8 ButtonQ - 4 Button OLEDR - 5 Button OLED: X
	Column 3 Config Not Applicable: X
	Is IR Receive Required?X - Not RequiredI - RequiredNote: If IR receive switch cap fitted then button colour choice must be charcoal: X
	Button Colour SelectionW - WhiteC - CharcoalS - Silver: C
	Cover Finish SelectionSS - Brushed Stainless SteelBG - Black Borosilicate GlassSG - White Optically Clear Starfire GlassPB - Polished Brass (Gold Plated Polished Stainless)AB - Antique BronzeWE - White (Powder Coated Stainless)MS - Mirrored StainlessXX - No Cover: SS
	Socket TypeR - 2 x RJ12 DyNet SocketsP - Pluggable Screw Terminal: P
	LED Indicator & BacklightBW - Blue Indicator LED & White Backlight – only for charcoal buttonsBO - Blue Indicator LED & Orange Backlight – all button colours: BW
	Dipswitch Not Fitted: X
	Engraving RequirementsC - Custom EngravingS - Standard EngravingX - No EngravingNote: If ‘Standard’ Engraving chosen then buttons will be engraved as shown: X
	Panel DescriptionOnly applicable for Custom Engraving option – maximum 8 characters: 
	PD_Code_Label: Philips Dynalite Order Code
	PD_Code: DR2PA-XXX-X-C-SS-P-BW-X-X
	Panel_Desc_: 
	Cus_Eng_: X
	Switch between the Code Builder and Code Display: 



